
Audiophile  
crossover medium

Adjustable tweeter level

Aluminium Basket
Rigid and non-magnetic
Design

"M" shape inverted  
dome tweeter
Better definition  
without directivity
"TMD" suspension 

Tilted mounting
Easier installation

Flax cone
Neutral sound  
without coloration
More dynamic

Butyl suspension, 
exclusive "TMD" (Tuned 

Mass Damper) profile
Enhanced control, more 

neutral, linear sound

FLAX EVO
PS 165 F3E
Product Data Sheet

3-way component kit

Key points
• High power handling
• Very low deep bass
• Compact midrange
• Wider diffusion angle
•  Unique and patented 

Flax cone (N°1350116)

Type 3-way component kit

Woofer / Medium 61/2” (165mm) / 3” (80mm)

W. / M. Depth 27/8” (72.7mm) / 15/16” (33.5mm)

Cone Flax sandwich

Tweeter TAM tweeter (Aluminium/Magnesium 
‘M’-profile inverted dome tweeter)

Max. power 160W

Nom. power 80W RMS

Sensitivity (2,83 V/1 m) 90.5dB

Frequency response 60Hz-28kHz

W. / M. Voice coil diameter 11/4” (32mm) / 1" (25mm)

Magnet Ferrite

Surround TMD

Impedance 4Ω

Crossover 18dB/Oct @600-4000Hz

Engraved serial number
Guarantee of authenticity

Focal® is a trademark of Focal-JMLab® - www.focal.com - SCDB191023/1

 

80mm (3") midrange
Compact 
Easy to install
Natural midrange


